                UV SENSOR Type JUVR-D10
[image: image1.png]Features Ceramics based material
Resistance-type photodiode
Designed to operate in resistance mode
Intrinsic visible blindness
UVA & UVB appear excellent sensitivity
UVC & IR appear very low sensitivity
Chip size : 6.0 * 5.08 * 1.0 mm
Sensitivity area : $2.4 mm
Wide viewing angle : 150degree

Applications  Mobilphone
MP3
PDA
Watch
UV meter
Sunglass
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[image: image2.png]General Characteristics

*1 UVI = 25mWim®
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[image: image3.png]Resistance & current range

Test condition is controlled at 25°C and without using cover.
To get the current value is fixed at 1VDC.

uvi Max Typ. Min
RKQ) | 1WA | RKQ) | I(wA) | RKQ) | 1A
1 650 1.54 500 2.00 350 2.86
2 537 1.86 410 2.44 287 3.49
3 480 2.08 365 2.75 255 3.92
4 443 2.26 336 2.98 235 4.26
5 417 2.40 315 3.18 220 4.55
6 396 2.52 299 3.35 209 4.79
7 380 2.63 286 3.51 200 5.01
8 366 2.73 275 3.65 192 5.21
10 344 2.91 258 3.89 180 5.55
15 307 3.25 229 4.37 160 6.24
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Caution remarks on operation

® Using any cover, the electric characteristics must be corrected.
® Cover material (suggest): Glass, Silicone, PE, PC, Acrylate
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